
 
 
 
PRODUCT DESCRIPTION  
Decote is a polymer modified cementitious paint coating for all types of mineral based 
substrates. 
Decote yields a provencal or tuscan type finish in a wide range of natural earth tones.  
  
APPLICATIONS 
Decote is a cementitious based paint, applied with a block brush to unpainted 
mineral based substrates (concrete, masonry, asbestos cement, Polygnite, 
Durocem etc.) in interior and exterior applications. No prior treatment of the 
mineral substrate necessary unless the substrate is friable or comprises 
various materials within a single surface, in which case it should be treated 
with Duroplastic Surebond XA97 surface binder. This is to ensure a consistent 
cure rate and colour uniformity across the surface. 
  
PACKAGING 
Part A: Water 
    ( A Polymer modified liquid Surebond XA97  in 25 (L) liters plastic containers can be used if 
surface is unstable or extra bonding strength is required – Also used if applying onto a 
prepainted surface of acceptable paint  base. Do not assume all paints can be painter over 
with Decote – Check with expert.) 
Part B: polymer and pigment modified cement /stucco paint 25 kg 
woven polybags. 
  
MIX 
Part A and Part B components to ratio of between 8 and 10 litres to 25kg 
powder depending on the thickness and body of the mix to yield about 15 (L) 
litres of paint. 
  
COVERAGE 
0.40 – 0.80 liters per m² depending on porosity of substrate. Note that the 
substrate must be sealed to get a better coverage and spread ability. Use a 
block brush to spread over surface. Wetting substrate first will help the bond 
of the Decote and improve coverage. 
  
It is recommended to apply two coats . The first is to seal the substrate from 
the suction effect that the various densities of the substrate will do to the 
coating ( ie ghosting or print through ) . Second coat will use less material 
than first coat. Therefore one bag of 25 kg powder will do about 25-35 m²  
  
CURING 
Interior applications: 5 hours 
Exterior applications: 4 –5 hours , Full cure after 3 days. Try prevent 
application where a possibility of rain within the first 12 hours will occur. To 



ensure the best results , lightly spray with a mist coat of water 3 times a day 
for 2 days , this will assist cure of the coating. 
  
In order to ensure full bond strength, excessively rapid hydration should be 
prevented ie applying in hot wind or in direct sunlight. 
  
Terrasol Decote has a range of standard colours to get the required 
decorative effect. 
  
Always do a trial batch onto a surface before proceeding with a large 

quantity. 
  
The above information is intended as a guideline only. Since this product is used outside of our control, Terrasol  cannot be held liable for any loss 
or damage whatsoever relating to the application or to the surface it is applied to. We reserve the right to change specifications at any time without 
notice. Standard Terrasol Terms and Conditions apply. Decote is a registerd trade name V1.1 

  
 


